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Meridian Communications Adapter

AT dialing commands
AT dialing commands are similar to those used to make data calls using a Hayes 
Smartmodem*. AT dialing is not case sensitive. Commands not found here do not 
apply to using the Meridian Communications Adapter, and are not supported.
To user AT dialing: CTRL - z

AT<CR>

ATA - Answer (answer incoming data call)

ATDnnn - Dial (n= 0 - 9, numbers to be dialed)

A/ - Repeat last command (no <CR> needed)

ATO - On-line (hit three Escape characters rapidly to 
go off line)

ATDPnnnn - Voice Call (n= 0 - 9, * and #, numbers to dial)

ATF3 - Handsfree Mute (toggle between mute and 
normal)

ATF4 - Hold (put Voice Call on hold)

ATF5 - Select (take Voice Call off hold)

ATH0 - Hang up Data Call

ATHP - Hang up Voice Call

ATIn - Product ID code (n= 0, 1, 4; if n= 0 then send 
Smartmodem ID; if n= 1 then send result code 
“206;” if n= 4 then send result codes 
“a037800C004420” and “b100000000”)
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ATQn - Result Code (n= 0, 1; if n= 0 then results are 
sent)

ATVN - Verbal Result (n= 0, 1; if n= 0 then numeric 
codes are sent

ATXn - Result Code Selection (n= 0, 1; if n=1 then 
extended results)

ATSn? - Read S-register (n= number of S-register to 
read)

ATSn=x - Write S-register (n= S-register number, x= new 
value)

ATZ - Soft Reset (reset to default parameters)

ATCn - Carrier Detect (n= 0, 1; if n= 1 then carrier 
detect is enabled)

ATEn - Echo (n= 0, 1; if n= 1 then commands will 
echo back to the terminal)

ATTSP! - Transparent Mode

AT&Cn - Carrier Detect control (n= 0, 1; if n= 1 then 
Carrier Detect is asserted)

AT&Dn - DTR response (n= 0 - 3; when DTR status 
changes: if n= 0 then ignore;
if n= 1 then go off line; if n= 2 then release the 
call; if n= 3 then release the call and return 
Hayes parameters to default)

AT&Rn - Clear-to-send (n= 0, 1; if n= 1 then CTS is 
always present)
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AT&Sn - Data-set-ready (n= 0, 1; if n= 1 then DSR is 
always present)

AT&F - Factory configuration (n= 0, 1; if n= 1 returns 
AT configuration to defaults)

AT&Yn - Recall user profile (n= 0, 1; if n= 1 returns AT 
configuration to defaults)

Note:   You must follow each command (except A/) by a carriage return <CR> to execute the 
command.
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Keypad Dialing commands
Keypad dialing refers to the commands you can invoke from your telephone’s keypad. 
The top right-hand function key on your telephone is called the Program key or P-key.

To use keypad dialing: 1  PressP.
2  Dial the command number listed below. Follow the screen 

prompts for additional command parameters (if needed).
3  Press P to execute.

 - Manual Data Call ›¤ - Modem Mode

 - Release Data Call ›‹ - Network Mode

‚fi - Language Selection ›› - Internal Clock

¤‚ - Asynchronous Mode ›fi - External Clock

¤⁄ - Synchronous Mode ›fl - PSDS Mode Off

¤¤ - Baud Rate ›‡ - PSDS Mode On

¤‹ - Space Parity ›° - Enable Echo Canceller

¤› - Odd Parity ›· - Disable Echo Canceller

¤fi - Even Parity fi‚ - SL-1 Mode

¤fl - Mark Parity fi⁄ - SL-1/DMS-100 Mode

¤‡ - Host Mode fi› - V.25 bis Mode Off

¤° - Terminal Mode fifi - V.25 bis Mode On

¤· - Hotline Off fifl - Bisync On

‹‚ - Hotline On fi‡ - HDLC On

‹⁄ - Virtual Leased Line Off fi° - Assert RTS Off

‹¤ - Virtual Leased Line On fi· - Assert RTS On

‹‹ - Forced DTR Off fl‚ - Auto Dial Programming

‹› - Forced DTR On fl⁄ - Auto Dial Call

‹fi - Dynamic Carrier Detect Off fl¤ - Data Parameter Display

‹fl - Dynamic Carrier Detect On fl‹ - EIA leads Status Display

‹‡ - Remote Loopback Off fl› - Monitor Data Call

‹° - Remote Loopback On flfi - Reset to Default Parameters

‹· - Cancel Data Ring Again flfl - Emulation Selection

›‚ - Full Duplex fl‡ - Lock/Unlock Data Parameters

›⁄ - Half Duplex fl° - VDN Key Assignment



Title to and ownership of Meridian SL-1 software shall at all times
remain with Northern Telecom.  Meridian SL-1 software shall not be
sold outright and the use thereof by the customer shall be subject
to the parties entering into software agreements as specified
by Northern Telecom.

Information contained in this document is subject to change.
Northern Telecom reserves the right, without notice, to make
changes in equipment design or program components as progress
in engineering, manufacturing or technology may warrant.
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